
STEEL PIPE (GALVANIZED) -
WELDED TO THE STEEL PLATE -
PIPE SIZE SHALL BE 
DETERMINED BY THE 
CONTRACTOR AND VERIFIED TO 
WORK WITH ALL RELATED 
COMPONENTS

STAINLESS STEEL 
CLAMPING RING

CONT. BEAD OF 
APPROVED SEALANT

FIELD FABRICATED 
METAL HOOD

PRE-MOLDED PVC 
PIPE FLASHING 

FASTENER 
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SPLICEROOFING MEMBRANE - VARIES 

BY PROJECT

RIGID INSULATION -
VARIES BY PROJECT
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PLAN VIEW OF STEEL PLATE

12"x12"x16 GA. GALVANIZED STEEL PLATE - WELD 
PIPE TO PLATE - ATTACH PLATE TO DECK WITH (12) 
#14 STS (OR APPROPRIATE FASTENERS FOR DECK 
TYPE)

NOTE THAT PITCH POCKETS 
ARE NOT AN ACCEPTABLE 

METHOD OF WATER-PROOFING 
BASE OF PIPES

DE-BURR CUT EDGE - NO 
SHARP EDGES WILL BE 
ALLOWED (TYP.)

PIPE IS TO BE LOCATED A 
MIN. OF 18" AWAY FROM 
UNIT THAT IT IS SERVING

NO SCALE

GENERAL DFCM ROOFING DETAILS GOOSENECK PIPE
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